STORM SEWER

STORM PIPE:

STORM PIPE
UNDER PAVEMENT:

MANHOLE PIPE
CONNECTIONS:

HDPE MANHOLE
ENTRY PIECES:
DRIVE PIPE:

HEADWALLS:

ROCK CHANNEL
PROTECTION:

THE MINIMUM SIZE STORM SEWER PIPE SHALL BE 12" DIAMETER. ALL STORM

SEWER SHALL BE PLACED PER THE TYPICAL DETAILS.

WHERE STORM AND SANITARY SEWERS CROSS, ALIGN JOINTS EQUIDISTANT

FROM THE CROSS AND EXTEND PREMIUM, GASKETED JOINTS 10' IN EACH DIRECTION.

12" AND 15" PIPE SHALL CONFORM TO ODOT 603, MATERAL SPECS AS FOLLOWS:
REINFORCED CONCRETE PIPE -ODOT 706.02, ASTM C14-2, W/ GASKETED JOINTS

PER ASTM C361 OR C443.

PVC SOLID WALL PIPE - ODOT 707.45, SDR35, W/ GASKETED JOINTS PER ASTM D3212.
CORRUGATED HDPE SMOOTH LINED PIPE - ODOT 707.33, ASTM F405 & F667,

AND ASTM D2412 FOR STIFFNESS. GASKETED JOINT COUPLING BANDS PER

ASTM D3212.

18" AND LARGER PIPE SHALL CONFORM TO ODOT 603, MATERIAL SPECS AS FOLLOWS:
REINFORCED CONCRETE SEWER PIPE - ODOT 706.02, ASTM C76, CLASS 3,4 OR 5
BASED ON LOADING CONDITIONS, W/ GASKETED JOINTS PER ASTM C361 OR C443.
ALL 18" AND LARGER PIPE WITHIN THE CITY OF WOOSTER RIGHT OF WAY AND
WITHIN 2' OF PAVEMENT SHALL BE REINFORCED CONCRETE SEWER PIPE. COVER
OVER STORM PIPES SHALL BE PER ODOT L&D VOLUME 2SECTION 1104.2.

STORM SEWER PIPE CONNECTIONS TO MANHOLES SHALL BE MADE WITH
CLASS C CONCRETE COLLAR SEALS, A MIN. 6" THICK AROUND THE PIPE.

MANHOLE ENTRY PIECES (MEP) FABRICATED FOR HDPE, CORRUGATED
PLASTIC PIPE SHALL BE FABRICATED BY THE PIPE MANUFACTURER
IN ACCORDANCE WITH AASHTO M252 AND M294, AND SHALL BE A MIN. OF 3'-3" LONG.

RCP, CMP OR HDPE (DOUBLE WALL) UNDER DRIVES AT UNIMPROVED ROADS.
MINIMUM 12" DIAMETER PIPE, OR AS APPROVED BY THE CITY ENGINEER.
MINIMUM 12" COVER, OR AS FIRST APPROVED BY THE CITY ENGINEER.

POURED IN PLACE, REINFORCED CONCRETE OR PRECAST CONCRETE,
PER ODOT STANDARD CONSTRUCTION DRAWINGS AND ODOT
CONSTRUCTION AND MATERIAL SPECIFICATIONS, ITEM 602.

TYPE A, B, OR C ROCK OR STONE, W/ FILTER FABRIC, PER ODOT CONSTRUCTION &
MATERIAL SPECS ITEM 601; OF THE SIZE, THICKNESS AND LENGTH AS SPECIFIED
IN FIGURE 1107-1 "ROCK CHANNEL PROTECTION AT CULVERT AND STORM

SEWER OUTLETS", ODOT LOCATION AND DESIGN MANUAL VOL.2 - DRAINAGE
DESIGN. ROCK CHANNEL PROTECTION SHALL BE INSTALLED IMMEDIATELY

AFTER THE INSTALLATION OF THE PERTINENT STORM STRUCTURE OR HEADWALL.

NOTE:

LIFT HOLES IN REINFORCED
CONCRETE PIPE SHALL BE
PLUGGED WITH CEMENT/
CONCRETE PLUGS.

NOTE 1: THIS DETAIL IS VALID ONLY WHEN USED AS PRESENTED HERE, WITHOUT

CHANGES, AND IN CONJUNCTION

DETAILS WHICH MAY APPLY. ANY CHANGES TO THIS DETAIL SHALL FIRST BE
SUBMITTED TO AND APPROVED BY THE CITY ENGINEER.

NOTE 2: BEFORE ANY EXCAVATING, CALL THE FOLLOWING NUMBERS AT LEAST 48 HOURS
IN ADVANCE: O.U.P.S. @ (800) 362-2764 AND O.A.G.P.U.P.S. @ (800) 925-0988.

WITH ANY GENERAL NOTES AND/OR OTHER

City of Wooster : Division of Engineering

538 N. Market Street ~ Wooster, Ohio 44691
Phone: (330) 263-5234 A Fax: (330) 263-5247

Joel Montgomery, P.E. \
City Engineer
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